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ABSTRACT
MPI_Alltoallv generalizes the uniform all-to-all communication
(MPI_Alltoall) by enabling the exchange of data-blocks of varied
sizes among processes. This function plays a crucial role in facil-
itating many computational tasks, such as FFT calculations and
graph mining operations. Popular MPI libraries, such as MPICH and
OpenMPI, implement MPI_Alltoall using a combination of linear
and logarithmic algorithms. However, MPI_Alltoallv typically
relies only on variations of linear algorithms, missing the benefits
of logarithmic approaches. Furthermore, current algorithms also
overlook the intricacies of modern HPC system architectures, such
as the significant performance gap between intra-node (local) and
inter-node (global) communication. To address these problems, this
paper presents two novel algorithms: Parameterized Logarithmic
non-uniform All-to-all (ParLogNa) and Parameterized Linear non-
uniform All-to-all (ParLinNa). ParLogNa is a tunable logarithmic
time algorithm for non-uniform all-to-all, and ParLinNa is a hier-
archical and tunable near-linear-time algorithm for non-uniform
all-to-all. These algorithms efficiently address the trade-off between
bandwidth maximization and latency minimization that existing
implementations struggle to optimize. We show a performance im-
provement over the state-of-the-art implementations by factors of
42x and 138x on Polaris and Fugaku, respectively.
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1 INTRODUCTION
Motivation: Optimizing data movement remains a critical chal-
lenge in the era of exascale. Collective communication that involves
data exchange among (almost) all processes is an important class
of data movement. Owing to its global scope, collectives are typ-
ically difficult to scale and can consume a substantial portion of
the overall execution time in applications, often accounting for
between 25% and 50%, or more [3]. Machine learning (ML) appli-
cations, in particular, depend heavily on all-reduce and all-to-all
(both uniform and non-uniform) collectives, which are crucial in
efficiently shuffling data and synchronizing parameters during the
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parallel training process [7, 37]. Beyond ML, various HPC work-
loads heavily utilize non-uniform all-to-all communication. These
include graph algorithms like PageRank [4], Fast Fourier Transform
(FFT) computations [27], quantum computer simulations [35], and
certain advanced preconditioners and solvers [8].

Limitation of state-of-art approaches: State-of-the-art im-
plementations of non-uniform all-to-all communication typically
rely on linear-time algorithms. In contrast, uniform all-to-all collec-
tive implementations utilize either linear-time algorithms (e.g., the
scattered algorithm [1]) or logarithmic-time algorithms (e.g., the
Bruck algorithm [32]), depending on the message sizes. Adapting
logarithmic-time algorithms for non-uniform all-to-all communica-
tion is a challenging task and has only recently been explored [11].
Both existing log and linear time approaches for non-uniform all-
to-all exchanges have limitations.

The log time approach presented in [11] works only for a fixed
radix of 2, where it prioritizes low latency by requiring only log2 𝑃
communication rounds, where 𝑃 represents the number of pro-
cesses. However, this approach significantly increases the total
volume of data exchanged, making it most suitable for only small-
sized messages that are dominated by latency. The inability to vary
the radix and, therefore, tune the total number of communication
rounds and the amount of data exchanged renders the approach
usable for limited message sizes. An adjustable communication pat-
tern with tunable radix could offer better performance by making
calculated trade-offs: slightly increasing the overall workload to
better utilize available bandwidth while simultaneously reducing
latency. Our work aims to address this gap.

While the existing log approach lacks the ability to be tuned, the
existing linear time approach (such as scattered) lacks the ability to
take advantage of the hierarchical architecture of existing HPC sys-
tems. Today’s HPC infrastructure consists of computational nodes
containing multiple CPU sockets, each equipped with several pro-
cessing cores. Data exchanges between cores within the same node
experience significantly lower latency than those between cores
on different nodes. By not leveraging this architectural hierarchy,
existing linear approaches overlook opportunities for substantial
performance optimization. Our work also aims to address this gap.

Key insights and contributions: Our research focuses on im-
proving the efficiency of all-to-all communication for non-uniform
data distributions, addressing the limitations of existing approaches.
We introduce two novel algorithms called ParLogNa (Parameterized
Logarithm Non-uniform All-to-all) and ParLinNa (Parameterized
LinearNon-uniformAll-to-all) specifically designed for non-uniform
all-to-all workloads.

ParLogNa’s key innovation lies in its ability to adjust the radix,
which determines the base of the logarithmic complexity. This radix
can be set anywhere between 2 and 𝑃 . By allowing fine-grained
control over the radix, ParLogNa enables users to optimize the
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trade-o� between the number of communication rounds and the
size of data exchanges, leading to improved performance scalability.
ParLogNais a �rst-of-its-kind parameterized algorithm designed
for non-uniform all-to-all data exchanges that uniquely allows
users to adjust the volume of data transferred and the number of
communication rounds, enabling optimization of bandwidth usage
and latency reduction.

ParLinNarepresents an evolution of the scattered algorithm,
operating as a near-linear-time solution with two distinctive capa-
bilities. The algorithm's primary innovation lies in utilizing HPC
system architecture through a decoupled communication struc-
ture. This structure separates data exchanges into two distinct
phases: intra-node communication utilizing shared memory within
nodes and inter-node communication facilitating message transfer
across the network. Additionally,ParLinNaincorporates dual para-
metric controls, with separate tunable parameters governing the
intra-node and inter-node communication phases, enabling precise
performance optimization at both levels.

In summary, our paper makes the following contributions:

(1) We developParLogNa, capable of adjusting the radix (A) from 2
to %. Evaluation ofParLogNareveals: small radices work for
small messages, a radix close to

p
%improves mid-sized com-

munication, and large radices work for large messages.
(2) We develop a near-linear-time algorithm,ParLinNa, which de-

couples communication into local intra-node and global inter-
node data exchange phases to improve performance further.

(3) We perform a detailed evaluation of our techniques using scal-
ing studies (up to16k processes) on Fugaku [30] and Polaris [2].
Our algorithms exhibit a performance improvement of60”60�
(ParLogNa), 138”59� (ParLinNa) over the vendor implementa-
tion of MPI_Alltoallv .

Experimental methodology and artifact availability: We
thoroughly evaluated our algorithms using micro-benchmarks and
real applications on two supercomputers: Polaris at Argonne Na-
tional Laboratory and Fugaku at RIKEN R-CCS. In evaluating our
approach, we used two complementary comparison strategies. We
benchmarked against the vendor-optimizedMPI_Alltoallv imple-
mentation, which automatically selects algorithms based on run-
time parameters such as the size of data-blocks (( ) and%. However,
recognizing that this automatic selection might not always identify
the optimal algorithm, we took an additional step: we individually
implemented and tested every available alltoallv algorithm from
both the OpenMPI [15] and MPICH [18] libraries. This exhaustive
testing, documented in Section 5.3 (Figures 11 and 12), ensured
we were comparing our method against the best possible existing
MPI implementation rather than relying solely on MPI's automatic
algorithm selection.

2 BACKGROUND
In this section, we provide a concise overview of the fundamental
base algorithms to establish a clear context for our work.

(a) Bruck[6, 32] is a classic logarithmicuniform all-to-all al-
gorithm with radix (base)2. It comprises three phases: an initial
rotation phase, a communication phase with;>62%rounds, and an
inverse rotation phase. It is a store-and-forward algorithm, where

Figure 1: Example of the ParLogNawith %= 4and A= 2. (A) is
the initial state. ( is made of 4 data-blocks (of di�erent sizes),
shown in di�erent colors. (B) shows the rotated data-block
indices and their matching binary representation for %1. (C)
and (D) illustrate two communication rounds for %1. A two-
phase communication scheme is employed in each round: 1

metadata exchange, and 2
 actual data exchange.

data-blocks received during one round are forwarded in subsequent
rounds for further transmission.

(b) Two-phase non-uniform Bruck[11] is a logarithmicnon-uniform
all-to-all algorithm with radix 2. Owing to the nature of the store-
and-forward algorithm, adapting Bruck fornon-uniformall-to-all
requires that each process has: (1) prior knowledge of the data size
they will receive during intermediate rounds, and (2) access to a
large bu�er to store intermediate data. The algorithm employs a
coupled communication strategy consisting of metadata and data
exchange phases to manage thenon-uniformworkload, while also
using a large temporary bu�er for intermediate data storage.

(c) Parameterized Uniform Bruck[13] is the generalized version of
Bruck foruniformworkloads, where the radix can be tuned between
2 and%. This gives the ability to tune the number of communication
rounds and the amount of data exchanged. The paper [13] o�ers
valuable insight into the selection of the optimal radix, notably by
observing thatA=

p
%yields the best overall performance.

(d) Standard non-uniform all-to-all:In both MPICH and OpenMPI,
MPI_Alltoallv implementations employ variants of the spread-out
(linear) [22] algorithm. Spread-out schedules all send and receive
requests in a round-robin order, ensuring that each process sends
to a unique destination per round to avoid network congestion. The
scatteredalgorithm in MPICH further improves this by dividing
communication requests into batches, where a tunable parameter,
batch-size, decides the size of batches. It waits for all the requests
in one batch to be completed before moving on to the next, further
reducing network congestion. OpenMPI's linear approach deviates
from spread-out, as it initiates all communication in ascending rank
order instead of round-robin. OpenMPI's other implementation,
calledpairwisealgorithm, initiates a single receiving request with
the non-blockingIrecv and opts for a blockingSend. It then awaits
the completion of these two requests per communication round.

3 PARAMETERIZED LOGARITHMIC
NON-UNIFORM ALL-TO-ALL (PARLOGNA)

In this section, we present theParameterizedLogarithmic Non-
uniform All-to-all (ParLogNa) algorithm, which facilitatesnon-
uniform all-to-all data exchanges in a con�gurable number of com-
munication rounds, parameterized with a tunable radix (A).ParLogNa



Parameterized Algorithms for Non-uniform All-to-all HPDC '25, July 20�23, 2025, Notre Dame, IN, USA

is built upon three key ideas: (1) a logarithmic-time generalized
implementation of the Bruck-style algorithm with varying radices
(see Section 3.1), (2) a two-phase data exchange mechanism in each
communication round, comprising a metadata exchange followed
by actual data transfer (see Section 3.2), and (3) a strategically sized
temporary bu�er () ) to support intermediate data exchanges during
logarithmic communication rounds (see Section 3.3). To improve
clarity, we also provide a table summarizing the de�nitions of nota-
tions frequently used in this paper (see Table 1).

3.1 Tunable radix
In non-uniform all-to-all communication, each process exchanges
a distinct data-block with every other process, where the size of
each individual data-block may vary. An all-to-all implementation
accomplishes the entire communication through rounds of point-
to-point communication, during which a total of� data-blocks are
exchanged. In Bruck, = log2 %, and scattered, = %. Within
ParLogNa, both and� are parameterized on the radixAand%as
described below.

Every process encodes the indices of their%data-blocks using a
A-base representation (see Figure 1 (B)). In this encoding scheme,
the maximum number of digits required is denoted byF = d;>6A%e,
and each digit can assume one ofAunique values. For example,
in Figure 1,F = ;>624 = 2, and each digit is0 or 1. Consequently, a
given data exchange round: ¹0 � : Ÿ  º can be uniquely identi�ed
by two variables:G¹0 � GŸ F º andI ¹1 � I Ÿ Aº. The variableG
represents the digit position within theA-base encoding, whileI
corresponds to the speci�c value of the digit at that position. This
leads to � F � ¹A� 1º communication rounds. During each round,
each process sends the data-blocks whoseGC� digit matches the
valueI to the process with a rank distance ofI � AG. For instance,
in Figure 1 (C),P1sends the data-blocks whose0C� digit equals1
to P2whose rank distance is1 � 20 = 1. Each process transmits up
to AF � 1 data-blocks per round, bounding� to F � ¹A� 1º � AF � 1.

This communication strategy shows that both and� are func-
tions of A. These two parameters exhibit an inverse correlation,
meaning an increase in corresponds to a decrease in� , and
vice versa. represents the latency-related metric while� is the
bandwidth-related metric. As a result, by increasingA, the algorithm
can e�ectively transition from a latency-bound regime (low latency)
to a bandwidth-bound regime (high bandwidth). This trade-o� be-
tween and� , facilitated by adjustingA, provides a mechanism
for tuning the communication performance.

3.2 Two-phase communication
Although parametrization allows us to adjust and� , it does not
directly address thenon-uniformnature of workloads. The param-
eterized Bruck [13] is not suitable fornon-uniformin its current
form. This is because the Bruck-style algorithm requires certain data
blocks to traverse multiple intermediate steps before reaching their
�nal destination. In addition, the algorithm is a store-and-forward
approach, which utilizes send-and-receive bu�ers as temporary
storage during the intermediate communication phases. To accom-
modatenon-uniformdata distributions, we incorporate two key
elements: a two-phase communication scheme and a temporary
bu�er () ). The scheme facilitates the exchange of intermediate data

Figure 2: Examples of memory optimization with three con-
�gurations, each showing a single process and the data blocks
exchanged per communication round. In each round, green
blocks reach their destination, while blue blocks are tem-
porarily stored in ) for transfer in later rounds. Meanwhile,
green blocks with red boxes are sent only once during the en-
tire communication, allowing their space in ) to be omitted.

blocks, while) provides the necessary storage for these blocks
during the data exchange phase.

The two-phase scheme is employed in each communication
round; the �rst metadata-exchange phase transfers the size of each
sent data-block, followed by the actual transmission of data. For
instance, in Figure 1 (C), process%1needs to send data-blocks12
and10to process%2 (highlighted with green boxes).%1 �rst sends
an array»3•2¼to %2, representing the sizes of the two data-blocks.
During the data exchange phase, the sizes of the received data
blocks may be larger than the sent ones in the send bu�er or the
corresponding segments in the receive bu�er (' ). To solve this issue,
the algorithm employs a temporary bu�er () ) to accommodate for
all intermediate received data blocks that will be transferred again
in subsequent rounds, while data blocks destined for the current
process are stored in' . For instance, in Figure 1 (C),%1 receives
data-blocks01in ' and03in ) from %0. In the next round ( Figure 1
(D)),%1 sends the data-block03from ) again to%3. Upon complet-
ing the communication phase, all processes receive the required
data-blocks in' , which lie in ascending order, as illustrated in Fig-
ure 1 (D). Utilizing both) and ' , ParLogNae�ectively manages
and rearranges the received data-blocks, eliminating the overhead
associated with the �nal rotation phase.

Table 1: De�nitions of Notations

P Total number of processes � 1
r Base of the logarithmic complexity 2 � AŸ %
S Maximum size of data-blocks � 0 (bytes)
N Number of nodes � 1
Q Number of processes per node � 1
K Number of communication rounds ;>62%�  Ÿ %
w Number of digits with base-r encoding � 1
D Number of exchanged data-blocks %� � Ÿ  � AF � 1

3.3 Estimating temporary bu�er size
Previous studies on modifying Bruck-style methods fornon-uniform
workloads, including thetwo-phase non-uniform Bruck, adopted a
speci�c approach to temporary bu�er sizing [11,36]. They designed
the temporary bu�er () ) to accommodate all data-blocks by setting
its size to the product of two factors: the maximum block size (( )
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Figure 3: Two intra-node strategies: (a) explicit and (b) im-
plicit (ours). Assuming data blocks on each node are logically
divided into # = 3 groups, each process within a node has
& = 3data-blocks per group. An explicit strategy performs all-
to-all only within the group whose index matches the node's
ID. Our approach performs all-to-all within each group.

across all processes and%. While this approach works, it is wasteful
in its memory requirements and can lead to memory over�ow
for large values( or %. We observe that) only needs to store a
certain number of intermediate data-blocks, and therefore, a tighter
bound on the size of) can be obtained. To this end, we performed
a theoretical analysis of the underlying communication pattern.

We observe that for every communication round, a process sends
at mostAG data-blocks that reach their destination. In contrast, the
remaining blocks are only transferred to some intermediate process
that gets sent in the coming communication rounds. Here,Grefers to
the digit of indices of data-blocks in r-base encoding, ranging from0
to F (see Section 3.1). For instance, Figure 2 (a) with%= 8processes
andA = 2 requires three rounds. In each round, the data-blocks
needed to be temporarily stored in) are marked in blue, while
those reaching their destination are marked in green. For example,
there are21 = 2 green data-blocks in the second communication
round. Notably, we observed that in each round, the �rst data-block
is always sent directly to its destination process without further
transfers in subsequent rounds, referred to as thedirectdata-block.
In Figure 2 (a), the green data-blocks highlighted with red boxes
indicate thedirectdata-block. Sincedirectdata-blocks do not need
to be stored in) , we can put a tighter bound on their size. A process
can set) to store� = ¹%� ¹  ¸ 1ºº data-blocks, accounting for
one block destined for itself. We note that¹� º is a function of both
Aand%, the value of which decreases asAincreases for a given%.
For instance, in Figure 2,Atakes values of2, 3, and4 in sub�gures
(a), (b), and (c), respectively. The corresponding value of� for the
three radices is4, 3, and3. This approach signi�cantly reduces the
memory footprint for) when using a high radixA. In particular,
whenAexceeds¹%� 2º, no temporary bu�er is required (equivalent
to a linear-time scattered algorithm).

While our approach minimizes the size of) , it introduces the
challenge of mapping the indices of the data-block (referred to as
>) into ) . For example, in Figure 2 (a),1
 indicates the original
indices (>) of data-blocks, ranging from0 to 7and 2
 represents the
corresponding mapped indices (C) in ) , ranging from0 to 3. Such
as> = 3 mapsC= 0 while > = 5 mapsC= 1. The new position (C) is

Algorithm 1 ParLogNaAlgorithm

1: Find maximum data-block size( with MPI_Allreduce;
2: Allocate a temporary bu�er) with necessary length;
3: Allocate rotation array� for each process?;
4: � »8¼= ¹2 � ? � 8¸ %º %%• 82 »0• %¼;
5: for G2 »0•F¼do
6: for I 2 »1•A¼do
7: n = 0;
8: for 82 »0• %¼whoseGth digit of r-encodingis 1 do
9: sd»=++¼= ¹? ¸ 8º %% /* sd: the array for= send

data-block indices */
10: end for
11: sendrank= ¹? � I � AG ¸ %º %%;
12: recvrank= ¹? ¸ I � AGº %%;
13: Send metadata tosendrankand receive updated metadata

from recvrank;
14: Send sent data-block� »sd»8¼¼(82 »0•=¼) to sendrank;
15: if (8%AG == 0) (82 »0•=¼) then
16: Receive data-block8into ' from recvrank;
17: else
18: Receive data-block8into ) from recvrank;
19: end if
20: end for
21: end for

calculated asC= >� 1� 3G� ¹A� 1º � 3I ; this corresponds to taking
the block's original index (>) and subtracting the number ofdirect
data-blocks with lower indices than the current block. Variables
3Gand3I , mirrorsGandI explained in Section 3.1.3G= d;>6A>e
represents the highest digit when encoding index> of a data-block
in the r-encoding, and3I = >•A3Grepresents the value of that digit.

Algorithm: The pseudocode ofParLogNais shown in Algo-
rithm 1. It shows the three core ideas ofParLogNa: (1) a logarithmic
number of data exchange phases executed using a tunable number
of communication rounds. The number of rounds is parameterized
by the variablesGandI , as shown in lines5 and6. (2) Each data
exchange phase comprises two sub-phases: a meta-data exchange
and the actual data exchange. This two-phase approach is evident
in lines 13and14of the pseudocode. (3) Creation and usage of an
optimally sized temporary bu�er () ), as shown in lines2 and18.

4 PARAMETERIZED LINEAR NON-UNIFORM
ALL-TO-ALL (PARLINNA)

Modern HPC systems feature a hierarchical architecture, in which
each computing node comprises multiple CPU cores with shared
memory access [20]. This facilitates rapid intra-node data exchanges
via direct memory transfers, typically signi�cantly faster than inter-
node exchanges (over the network). To leverage this hierarchical
architecture, we present theParameterizedLin earNon-uniform
All-to-all (ParLinNa) algorithm. This algorithm has two salient
features. First, it leverages the hierarchical structure of HPC sys-
tems by decoupling the communication rounds into two phases:
(1) intra-node communication and (2) inter-node communication.
The intra-node phase uses shared memory within a node, while the
inter-node communication transfers messages over the network.
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Figure 4: An example of ParLinNa when %= 15, # = 3, A= 2 and & = 5. (1) depicts the initial state in send bu�er for all processes
within node # 0. Each process logically has & data-blocks in every # group (separated by red boxes). 0
 shows the rotation index
array for %0based on the group rank ID ( 6 = ? %& ). 1
 2
 3
 illustrate the three intra-node communication steps, where the sent
data-blocks are colored. (2) presents the data status in receive ( ' ) and temporary ( ) ) bu�ers after the intra-node communication,
where ' holds the data-blocks destined the processes within # 0. 4
 5
 depict two steps for inter-node communication. a
 and
b
 are two communication patterns (matching Figure 5). Finally, each process receives the required data-blocks in ' .

Second, it features two tunable parameters, one for the intra-node
communication and the other for inter-node communication.

The two distinct communication phases ofParLinNaexhibit
unique performance characteristics. In the intra-node phase, data
transfers occur within localized process groups. Due to two key fac-
tors, the limited number of participating processes and the minimal
cost of data exchange at this stage, performance in this phase is pri-
marily determined by latency considerations rather than bandwidth
constraints. Therefore, to optimize performance,ParLinNaemploys
ParLogNafor intra-node communication. While theParLogNaim-
plementation results in increased data exchange between processes,
the cost of these transfers is negligible within a node. This design
choice e�ectively reduces latency overhead, leading to improved
overall performance. Conversely, the inter-node phase is charac-
terized by aggregated data transfers occurring at the node level,
wherein processes within a single node engage in comprehensive
communication with all processes residing on other nodes. This
scenario introduces bandwidth limitations due to the shared na-
ture of network resources among co-located processes, leading
to bandwidth-constrained communication patterns. Therefore, to
keep the number of data exchanges in the network to a minimum,
we designParLinNato use the linear-time scattered algorithm for
inter-node communication. It therefore placesParLinNawithin the
category of linear algorithms, as its primary data-intensive com-
munication operations are executed using a linear approach.

ParLinNaalgorithm then incorporates dual parameterization
mechanisms to optimize communication e�ciency. For intra-node
communication, it employs a radix parameter, which establishes
an equilibrium between latency and bandwidth utilization. Concur-
rently, for inter-node communication, it implements abatch_size
parameter. It waits (blocks) for all the requests in one batch to
be completed (in a non-blocking way) before moving on to the
next batch. This approach regulates the concurrent network com-
munication requests, achieving a balanced state between blocking

and non-blocking communication patterns, thus relieving potential
network congestion. These con�gurable parameters collectively
facilitate performance optimization. Finally, we also introduce two
implementations ofParLinNabased on the distinct communication
patterns of the inter-node (see Section 4.2): (1) staggeredParLinNa
and (2) coalescedParLinNa.

It is important to note that whileParLogNacan be con�gured to
operate with a linear number of rounds using higher radix values,
its fundamental store-and-forward architecture results in blocking
operations. Unlike scattered, which delivers data-blocks directly to
their destinations using non-blocking operations. As we will see
later in Section 5, this blocking characteristic reducesParLogNa's
e�ectiveness for a wide range of input con�gurations when com-
pared toParLinNa, where the degree of blocking and non-blocking
data exchanges can be tuned by the10C2�_B8I4parameter.

4.1 Hierarchical ParLinNa algorithm phases
ParLinNaalgorithm is composed of intra-node and inter-node data
exchanges, which we now present in detail.

Intra-node communication.With a total of %= & � # processes,
where& represents the number of processes per node and# rep-
resents the total number of nodes, the intra-node data exchange
phase consists of# concurrent all-to-all exchanges, each of which
involves& processes. In standard all-to-all, each process (?) must
send one data-block (8) to process8and receive one data-block (?)
from process8, with the total number of data-blocks equalling the
number of processes (%). In our intra-node communication, all%
processes are logically grouped into# groups (indexed0• ” ” ” • #� 1),
each containing& processes. Subsequently, we group the%data-
blocks into# groups, with each group handling& data-blocks. We
then perform all-to-all exchanges concurrently in each group using
the ParLogNaalgorithm. Figure 3 (b) shows an example involving
three nodes, where we perform three concurrent& � & all-to-all
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Figure 5: Two inter-node communication patterns: (a) stag-
gered and (b) coalesced. Taking one process in the �rst node
%3 as an example, each process in (a) sends/receives one data-
block to the same destination per round, requiring ¹# � 1º �&
rounds. In (b), each process sends/receives& data-blocks per
round, requiring ¹# � 1º rounds. See Section 4.2 for details.

exchanges for each node. Our approach di�ers from an explicit
approach, which creates a local sub-communicator for every group
by splitting the MPI communicator usingMPI_Comm_split. During
the all-to-all exchange, each process is aware only of the size of
the data block destined for itself. Therefore,& local processes per-
form only a local all-to-all exchange within the group whose index
matches the node ID (=) (see Figure 3 (a)). Unlike our approach,
which allows for a simultaneous all-to-all exchange within every
group. Our implicit approach avoids the overhead of creating new
local communicators and also better prepares the data-blocks for
the subsequent inter-node data exchange.

We note that to achieve our implicit strategy, a metadata ex-
change is required to exchange the data-block sizes destined for
processes in other nodes. Fortunately, the intra-node communi-
cation phase of theParLinNaalgorithm employs theParLogNaal-
gorithm, which internally includes a metadata exchange phase,
requiring no extra cost. Finally, we note that the intra-node com-
munication phase inParLinNais implemented throughParLogNa
and is thus tunable with a radixA2 »0• ” ” ” •&¼.

Inter-node communication.This phase conducts all-to-all com-
munication between nodes. In this phase, all& processes within
a node must communicate with all& processes in another node.
The communication process pairs have the same number of group
ID ¹6 = ? %&º. This follows the&-port model, in which every
& point-to-point data exchange is delivered simultaneously. Each
node serves as a communication port, transmitting a1•& message to
the corresponding process in another node. For example, in Figure 4
4
 , node# 0 needs to send all green data-blocks in) to node# 2,

while receiving all orange data-block in' from node# 1. In this
case, each process sends its own& orange data-blocks to the match-
ing process. The inter-node communication utilizes the scattered
algorithm with an adjustablebatch_sizeto manage the communi-
cation load. This algorithm divides the communication requests
into manageable batches, executed sequentially to mitigate network
congestion. Thebatch_sizeparameter determines the batch size,
which can signi�cantly in�uence the overall performance.

This inter-node communication is analogous to the concept of
inter-group communication in MPI, implementable by using the
MPI_Intercomm_createroutine, creating an inter-communicator

Algorithm 2 CoalescedParLinNaAlgorithm

1: Allocate a temporary bu�er) with necessary length;
2: Compute rank id in each group:6 = ? %&;
3: Compute node id:= = ? • &;
4: Allocate rotation array� for each process?;
5: � »8� & ¸ 9¼= 8� & ¸ ¹ 2� 6 � 9¸ &º %&; 82 »0• #¼• 92 »0•&¼;
6: for G2 »0•F¼do
7: for I 2 »1•A¼do
8: n = 0;
9: for 82 »0• %¼whoseGth digit of r-baseis 1 do

10: sd»=++¼= = � & ¸ ¹ 6 ¸ 8º %& /* sd: the array for
= send data-block indices*/

11: end for
12: sendrank= = � & ¸ ¹ 6 � I � AG ¸ &º %&;
13: recvrank= = � & ¸ ¹ 6 ¸ I � AGº %&;
14: Send metadata tosendrankand receive updated metadata

from recvrank;
15: Send sent data-block� »sd»8¼¼(82 »0•=¼) to sendrank;
16: Receive data-block8into ) from recvrank;
17: end for
18: end for
19: Rearrange) to removing empty data-blocks;
20: for (88= 0;88Ÿ # ;88̧ = batch_size) do
21: for 82 »0•batch_size¼do
22: nsrc= ¹= ¸ 8¸ 88º %&; src= nsrc� & ¸ 6;
23: Receive data-blocks ranging fromnsrcto ¹nsrc¸ &º from

src;
24: end for
25: for 82 »0•batch_size¼do
26: ndst= ¹= � 8� 88̧ &º %&; dst= ndst� & ¸ 6;
27: Send data-blocks ranging fromndstto ¹ndst¸ &º to ndst;
28: end for
29: Wait for communication completion usingMPI_Waitall ;
30: end for

to de�ne the local and remote groups. All processes in the local
group exchange data with all processes in the remote group. How-
ever, MPI's inter-group approach is limited to only communication
between exactly two groups, posing a constraint on scalability and
�exibility. In contrast, we implement the inter-node exchange using
point-to-point data exchanges, explicitly computing the ranks of all
point-to-point exchange pairs, allowing our approach to support
concurrent inter-communication among multiple groups.

4.2 Staggered and coalescedParLinNa
To further optimize theParLinNaalgorithm across diverse com-
munication scenarios, we develop two variants based on distinct
inter-node communication patterns (see Figure 5): (a) staggered
ParLinNaand (b) coalescedParLinNa. The staggered communica-
tion pattern involves sequentially exchanging one data-block per
communication round with the target process, completing the com-
munication within two nodes over& rounds (see Figure 5 (a)).
Inter-node communication requires¹# � 1º exchanges between
nodes. This method, therefore, requires a total of& � ¹# � 1º com-
munication rounds. Conversely, the coalesced one consolidates the
transmission, sending all& data-blocks in a single round to the
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Algorithm 3 StaggeredParLinNaAlgorithm

1: Same intra-node communication with coalescedParLinNa
2: for (88= 0;88Ÿ %;88̧ = batch_size) do
3: for 82 »0•batch_size¼do
4: 68 = ¹88̧ 8º•=; 6A = ¹88̧ 8º %=; =BA2= ¹6 ¸ 68º %# ;

/* 6: rank id in each node;=: node id. */
5: if (=BA2! = 6) then
6: 3 = =BA2� & ¸ 6A; BA2= =BA2� = ¸ 6;
7: Receive data-blocks3 from srcusingMPI_Irecv;
8: end if
9: end for

10: for 82 »0•batch_size¼do
11: 68= ¹88̧ 8º•=; 6A= ¹88̧ 8º %=; =3BC= ¹6 � 68¸ # º %# ;
12: if (=3BC! = 6) then
13: 3 = =3BC� & ¸ 6A; 3BC= =3BC� = ¸ 6;
14: Send data-blocks3 to dstusingMPI_Isend;
15: end if
16: end for
17: Wait for communication completion usingMPI_Waitall
18: end for

target process (see Figure 5 (b)). This approach yields¹# � 1º com-
munication rounds. Theoretically, the coalesced variant is e�ective
for short-message scenarios, where the number of communication
rounds dominates the performance. In contrast, the staggered one
is more appropriate for bandwidth-bound long-message scenarios.

Algorithms: Algorithms 3 and 2 provide pseudocode for the
staggered and coalescedParLinNa, respectively. Both share the
same intra-node communication phase, detailed in lines5 to 18of
Algorithm 2. The inter-node communication phases are outlined
in lines 20to 30of Algorithm 2 for the coalesced method and lines
2 to 18of Algorithm 3 for the staggered method. It is important
to note that after the intra-node communication, non-continuous
data-blocks are stored in the temporary bu�er) . Hence, a local data
rearrangement is necessary to eliminate any empty intermediate
segments in) , thus streamlining the bu�er for e�cient coalesced
inter-node communication.

5 EVALUATION
We thoroughly evaluated our algorithms using micro-benchmarks
on two production supercomputers: Polaris at Argonne National
Laboratory and Fugaku at RIKEN R-CCS. Polaris'560nodes have
32-core AMD CPUs and4 Nvidia A100 GPUs each, totaling a peak
performance of44peta�op/s. A Slingshot-based Dragon�y topol-
ogy connects the nodes. The488P�op/s Fugaku�elds 158•976com-
pute nodes, each hosting48user-accessible A64FX cores. Fugaku's
network is a 6D-torusTofu-D interconnect. Polaris utilizes Cray
MPICH version 8.1.16, whereas Fugaku employs Fujitsu MPI version
4.12.0, which is based on OpenMPI.

To demonstrate the e�cacy ofParLogNaandParLinNa, we eval-
uate their performance against vendor-optimized, closed-source
implementations ofMPI_Alltoallv in Section 5.1 and Section 5.2.
In addition to assessing the performance of standardnon-uniform
all-to-all communication algorithms, we implement the four algo-
rithms in OpenMPI and MPICH (detailed in Section 2). Subsequently,
we compare our algorithms, optimized with the best parameter

Figure 6: Three trends of ParLogNaon Polaris and Fugaku

con�gurations, against the top-performingMPI_Alltoallv bench-
mark to demonstrate the e�ciency of our approach (Section 5.3).
Finally, we demonstrate the e�ectiveness and generalizability of
our algorithm using two standard data distributions (Section 5.4).

In all the aforementioned experiments, we vary%, A, and maxi-
mum size of data-blocks (( ). By studying these parameters, we aim
to determine optimal settings and evaluate how well our algorithms
scale and adapt to various conditions. All our experiments are per-
formed for at least20iterations, and we report the median and the
standard deviation (using error bars). For Polaris and Fugaku, we
utilized 32processes per node in our experiments.

5.1 Performance analysis of ParLogNa
In our experiments, every process generates data-blocks whose
sizes follow the continuous uniform distribution. This distribution
ensures that data-block sizes are randomly selected and uniformly
sampled between0 and( , thus yielding an average data block of
size( •2. To understand the performance ofParLogNa, we varied(
from 16bytes to 16 KiB (generated using FP64 vectors),Afrom 2 to
%, and%from 512to 16•384.

Three performance trends: Based on our experimental results,
we identify three distinct performance trends forParLogNawhen
increasing radixA, which are consistent across all process counts
(%): (1) for small( ranging from2 to 512bytes, the performance
of ParLogNaexhibits an increasing trend with increasing radices.
(2) For medium( ranging from512to 8 KiB, the performance of
ParLogNafollows aU-shapedtrend. (3) For large( exceeding 8 KiB
on Polaris and 32 KiB on Fugaku, the performance ofParLogNa
shows a decreasing trend with increasing radix values. We can see
these three trends in Figure 6 for%= 2•048. Our measured ideal
A is around2 for the �rst trend involving small messages. This
is attributed to small-sized message communication being domi-
nated by latency, which requires minimal communication rounds
to achieve optimal performance. The U-shaped trend suggests a
balance between latency and bandwidth is sought for middle-sized
message communication. Prior work [13] has shown thatA�

p
%

achieves this balance, minimizing the overall communication cost.



HPDC '25, July 20�23, 2025, Notre Dame, IN, USA Ke Fan et al.

Figure 7: Comparing ParLogNawith MPI_Alltoallv on Polaris and Fugaku. Detailed analysis provided in Section 5.1.

Figure 8: Ranges of radix where ParLogNa outperforms
MPI_Alltoallv on (a) Polaris and (b) Fugaku, visualized
through a series of heatmaps. Each heatmap (top box) corre-
sponds to a %and ( pair, where the intensity of the red color
indicates the degree of performance advantage o�ered by
ParLogNa. The bottom boxes indicate the entire radix range
(from 2 to %). Refer to Section 5.1 for details.

The bandwidth dominates the performance for large message com-
munication, where the total transferred data size across all rounds
becomes the critical factor. Therefore,A� %is the sweet spot, as it

minimizes the total transmitted message size. Overall, the idealA
increases when( increases, transitioning from a latency-dominated
regime to a bandwidth-dominated regime.

Performance comparison: Figure 7 shows our comparisons of
ParLogNaagainstMPI_Alltoallv . The performance ofParLogNa
is presented through box plots, each representing the range of
performance across various radices2 »2• ” ” ” • %¼. Our measured
idealAfor each scenario is highlighted beneath its respective box,
aligning with the above-observed trends of increasingA. We see
that ParLogNaoutperformsMPI_Alltoallv when ( is no more
than 2 KiB on Polaris and 16 KiB on Fugaku. Particularly,ParLogNa
demonstrates signi�cant performance advantages when( is less
than 512 B on Polaris and 2 KiB on Fugaku. For instance, when
% = 8•192and ( = 16 bytes,ParLogNawith ideal A is 51”8•1”78 =
29� and 408”33•5”79 = 70”48� faster thanMPI_Alltoallv on Polaris
and Fugaku, respectively.ParLogNaperforms e�ectively with mid-
ranged( . For example, it achieves5”62� and 7”26� speedup on
Polaris and Fugaku when( = 1•024and%= 8•192. While larger(
shows reduced performance on Polaris,ParLogNastill manages a
speedup of1”67� on Fugaku when%= 16•384and( = 8•192.

Radix selection of ParLogNa: We �nally summarize all our
experiments in Figure 8, which is developed to show the optimal
radix range ofParLogNathat outperforms the vendor-optimized
implementation ofMPI_Alltoallv . In this �gure, %is represented
on the x-axis and( on the y-axis. A combined shape containing
two rectangles is presented for all combinations of%and( . The
longer rectangle represents the entire range of radices forParLogNa,
ranging from2to %. The shorter rectangle, nested within the longer
one, represents the speci�c range of radices for whichParLogNa
outperformsMPI_Alltoallv . Additionally, the shorter rectangle is
depicted as a heatmap, where the intensity of the red color indicates
the degree of performance improvement achieved byParLogNa. A
stronger red color signi�es a higher performance gain o�ered by
ParLogNa. The previously mentioned trends can be observed from
the heatmap, reinforcing the relationship between the optimal radix
selection,%, and( . These �gures provide a concise and visually
intuitive representation of the performance landscape, enabling
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Figure 9: Comparing coalesced and staggeredParLinNa algorithms on Fugaku. Intra-node and inter-node data exchanges are
plotted separately using box plots for each algorithm.

Figure 10: Breakdowns of coalesced (left bar) and staggered
(right bar) ParLinNa algorithms on Fugaku.

us to make informed decisions when selecting suitable radices of
ParLogNafor given%and( .

5.2 Performance analysis of coalesced and
staggeredParLinNa

Both coalesced and staggeredParLinNaemploy theParLogNaalgo-
rithm for intra-node communication and the scattered algorithm
for inter-node communication. TheParLogNaalgorithm includes a
con�gurable parameter, radix (A), which can be adjusted from2 to
&. Similarly, the scattered algorithm features a tunable parameter,
batch_size, which varies from 1 to¹# � 1º for the coalesced variant
and from 1 to¹¹# � 1º � &º for the staggered variant. Figure 9
presents the performance of these algorithms on Fugaku using box
plots. In the experiments, the number of processors (%) was varied
from 4•096to 16•384, and the message size (( ) from 16to 16 KiB.
Each box plot, distinguished by unique colors, represents either the
intra-node or inter-node communication performance with its cor-
responding tunable parameter. Green and purple boxes depict the
intra-node and inter-node phases of the staggered variant, while or-
ange and brown boxes illustrate these phases for the coalesced one.
The ideal parameters for each con�guration are indicated beneath
each corresponding box plot with a matching color.

Parameter selection analysis: Figure 9 illustrates the trends
in intra-node and inter-node communications under coalesced and
staggered approaches using four box plots. For each box, the values
of %and( are �xed, while the variations across di�erentradix and
batch_sizecon�gurations are summarized. The optimal values for

these two parameters are annotated with colored text corresponding
to each box, providing an intuitive visualization of the parameter
selection trends. The �gure explores a range ofradix values from2
to %andbatch_sizefrom 1 to%. From this �gure, we observe that
the choice of optimal radix for intra-node communication does not
follow a strict pattern; however, smaller radices generally perform
better for smaller( (under 1 KiB), while larger radices are better for
larger( . The observed pattern is reasonable because communication
involving small message sizes tends to be more a�ected by the total
number of communication rounds compared to communication
with larger message sizes. For inter-node communication, varying
the batch_size(� ) shows a clear trend with increasing( , where
larger( typically favors smaller� . For example, at%= 8•192, the
ideal� for staggeredParLinNa(indicated by the brown box) is1•024
and2 at ( = 16and 16 KiB, respectively. Moreover, as%increases,
the ideal� for the same( tends to decrease. For example, with
( = 512, the ideal� for %= 4•096, 8•192, and16•384is 1•024, 256,
and8, respectively. The choice ofbatch_sizesigni�cantly impacts
performance, particularly for the staggered variant, which makes
more communication requests than the coalesced con�guration.

Performance comparison: We also observe that the coalesced
ParLinNasigni�cantly outperforms the staggered one, particularly
for small message sizes( . The staggered algorithm only exhibits
competitive performance when( is at least 8 KiB. For instance,
at %= 4•096and( = 16, the coalesced is17”06� faster than the
staggered. Conversely, at( = 16•384bytes, the staggered achieves
a 1”23� speedup compared to the coalesced. Figure 10 provides a
detailed breakdown of the coalesced (left-bar) and staggered (right-
bar) algorithms. The algorithms are divided into six components:
(1) prepare-cost, which includes all preparatory steps (see lines1-7
and11-13in Algorithm 2); (2) and (3) correspond to metadata-cost
(line 16) and data-cost (line17), respectively; (4) replace-cost, which
covers the cost of inter-data copying in each round (line18); (5) data-
rearrange time (line21), applicable only to the coalesced algorithm;
(6) inter-node comm cost (lines22-32). The �gure illustrates that
the inter-node comm cost for the staggered is signi�cantly higher
than that for the coalesced.

5.3 Comparison with vendor-optimized MPI
To evaluate the e�ciency of our proposed algorithms, we bench-
marked the performance of four standardnon-uniformall-to-all
algorithms from MPI libraries (detailed in Section 2). Figure 11
presents a comparison of the defaultMPI_Alltoallv on Fugaku
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